Technical data

Technical data KUHLMOBIL KUHLMOBIL KUHLMOBIL
600 watt 800 watt 1kW
Model and part no. | 0000-A-RB400 0002-A-RB400 000-A-RB400
(air cooled version | 1-100859 1-100861 1-100863
with 0.4 bar pump)
Model and part no. | 0000-W-RB400 0002-W-RB400 000-W-RB400
(water cooled version | 2-100274 2-100276 2-100278
with 0.4 bar pump)
Model and part no. | 0001-A-RB400 0004-A-RB400 002-A-RB400
(air cooled version | 1-100860 1-100862 1-100864
with 3.5 bar pump)
Model and part no. | 0001-W-RB400 0004-W-RB400 002-W-RB400
(water cooled version | 2-100275 2-100277 2-100279
with 3.5 bar pump)
Temperature range | 16-22° C 16-22° C 16-22° C
Cooling power @ 20°C | 600 Watt 800 Watt 1000 Watt
Pump capacity max. | 28 I/min. 28 I/min. 28 I/min.
0.4 bar pump
Pump capacity max. | 10 I/min. 10 I/min. 10 I/min.
3.5 bar pump
Connections | Quick lock with 9 mm hose sleeves Quick lock with 9 mm hose sleeves Quick lock with 9 mm hose sleeves
Dimensions | 360 x 470 x 590 mm 430 x 470 x 695 mm 430 x 470 x 695 mm
WxDxH
Current | 230 V/50 Hz/1 PH 230 V/50 Hz/1 PH 230 V/50 Hz/1 PH
Power consumption | 430 Watt 580 Watt 630 Watt
max.
Weight | 52 kg 52 kg 54 kg
Refrigerant | R290 R290 R290




