
Technical data 

Technical data KÜHLMOBIL 
1.2kW 

KÜHLMOBIL 
1.5kW 

KÜHLMOBIL 
1.9kW 

KÜHLMOBIL 
2.1kW 

 KÜHLMOBIL 
2.4kW 

 KÜHLMOBIL 
2.9kW 

Model and part no. 
(air cooled version) 

  

010-A-RB400 

1-100011 

101-A-RB400 

1-100012 

111-A-RB400 

1-100200 

121-A-RB400 

1-100014 

 132-A-RB400 

1-100015 

 142-A-RB400 

1-100309 

Model and part no. 
(water cooled version) 

  

010-W-RB400 

2-100280 

101-W-RB400 

2-100281 

111-W-RB400 

2-100282 

121-W-RB400 

2-100283 

 132-W-RB400 

2-100284 

 142-W-RB400 

2-100285 

Temperature range  16-22° C 16-22° C 16-22° C 16-22° C  16-22° C  16-22° C 

Cooling power @ 20°C 

  

1200 watt 1500 watt 1900 watt 2100 watt  2400 watt  2900 watt 

Pump capacity max. 
3.5/4.5 bar pump 

  

10 l/min. (3.5 bar) 10 l/min. (3.5 bar) 10 l/min. (3.5 bar) 10 l/min. (3.5 bar)  10 l/min. (3.5 bar)  40 l/min. (4.5 bar) 

Dimensions 
W x D x H 

  

530 x 580 x 750 mm 530 x 580 x 750 mm 530 x 580 x 750 mm (A) 

470 x 560 x 690 mm (W) 

530 x 580 x 750 mm (A) 

470 x 560 x 690 mm (W) 

 530 x 580 x 750 mm (A) 

470 x 560 x 690 mm (W) 

 580 x 660 x 820 mm 

Current 
  

230 V/50 Hz/1 PH 230 V/50 Hz/1 PH 230 V/50 Hz/1 PH 230 V/50 Hz/1 PH  230 V/50 Hz/1 PH  230 V/50 Hz/1 PH 

Weight 
  

70 kg 72 kg 79 kg 81 kg  82 kg  95 kg 

Refrigerant R134a R134a R134a R134a  R134a  R134a 
 


